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SECTION 1: Identification of the substance/mixture and of the company/undertaking

1.1. Product identifier
AIR POWER HI-TECH G-2051 400ml

REACH Registration Number: 01-0000019758-54-
CAS No: 29118-24-9
EC No: 471-480-0

1.2. Relevant identified uses of the substance or mixture and uses advised against

Use of the substance/mixture
see product name

1.3. Details of the supplier of the safety data sheet

Company name: GREEN CLEAN GmbH
Street: Trimmelkamer Stral3e 16
Place: 5120 St. Pantaleon  Austria
Telephone: +43 (0) 6277 - 62304 Telefax:+43 (0) 6277 - 62304 - 10
e-mail: office@green-clean.at
Internet: www.green-clean.at
1.4. Emergency telephone +43 (0) 6277 - 62304
number: Only available during office hours.

SECTION 2: Hazards identification

2.1. Classification of the substance or mixture

Regulation (EC) No. 1272/2008
Hazard categories:
Gases under pressure: Liquefied gas
Hazard Statements:
Contains gas under pressure; may explode if heated.

2.2. Label elements

Regulation (EC) No. 1272/2008
Signal word: Warning

Hazard statements

H229 Pressurised container: May burst if heated.
Precautionary statements
P102 Keep out of reach of children.
P103 Read label before use.
P210 Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No
smoking.
P251 Do not pierce or burn, even after use.
P410+P412 Protect from sunlight. Do not expose to temperatures exceeding 50 °C/122 °F.

2.3. Other hazards
No information available.

SECTION 3: Composition/information on ingredients

3.1. Substances
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Hazardous components
CAS No Chemical name Quantity
EC No [Index No [REACH No
Classification according to Regulation (EC) No. 1272/2008 [CLP]
29118-24-9 trans-1,3,3,3-Tetrafluoroprop-1-ene 100 %
471-480-0 | [01-0000019758-54-
Liquefied gas; H280

Full text of H and EUH statements: see section 16.

SECTION 4: First aid measures

4.1. Description of first aid measures

General information
In case of accident or unwellness, seek medical advice immediately (show directions for use or safety data
sheet if possible).

After inhalation
Provide fresh air. If breathing is irregular or stopped, administer artificial respiration. Call a physician
immediately.

After contact with skin
Data apply to the technically active substance.
Take off contaminated clothing and wash it before reuse. Treat frozen body-parts appropriately. In case of skin
irritation, consult a physician.

After contact with eyes
Data apply to the technically active substance.
Rinse immediately carefully and thoroughly with eye-bath or water. Consult an ophthalmologist.

After ingestion
Exposure route not applicable

4.2. Most important symptoms and effects, both acute and delayed
No information available.

4.3. Indication of any immediate medical attention and special treatment needed
Treat symptomatically. Do not give adrenaline or other stimulants.

SECTION 5: Firefighting measures

5.1. Extinguishing media

Suitable extinguishing media
The product itself does not burn.
Co-ordinate fire-fighting measures to the fire surroundings.

Unsuitable extinguishing media
Full water jet

5.2. Special hazards arising from the substance or mixture
In case of fire may be liberated: Hydrogen fluoride

5.3. Advice for firefighters
In case of fire: Wear self-contained breathing apparatus.

Additional information
Use water spray jet to protect personnel and to cool endangered containers. Collect contaminated fire
extinguishing water separately. Do not allow entering drains or surface water.

SECTION 6: Accidental release measures
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6.1. Personal precautions, protective equipment and emergency procedures
Use personal protection equipment.

6.2. Environmental precautions
Do not allow to enter into surface water or drains.

6.3. Methods and material for containment and cleaning up
No special measures are necessary.

6.4. Reference to other sections
Safe handling: see section 7
Personal protection equipment: see section 8
Disposal: see section 13

SECTION 7: Handling and storage

7.1. Precautions for safe handling

Advice on safe handling
Do not pierce or burn, even after use.

Advice on protection against fire and explosion
Protect from sunlight. Do not expose to temperatures exceeding 50 °C/122 °F.

Further information on handling
Heating causes rise in pressure with risk of bursting.

7.2. Conditions for safe storage, including any incompatibilities

Requirements for storage rooms and vessels
Protect from sunlight. Do not expose to temperatures exceeding 50 °C/122 °F. Keep in a cool, well-ventilated
place.

Advice on storage compatibility
Do not store together with: Oxidising agent

7.3. Specific end use(s)

No information available.

SECTION 8: Exposure controls/personal protection

8.1. Control parameters

DNEL/DMEL values

CAS No | Substance

DNEL type Exposure route Effect Value
29118-24-9 | trans-1,3,3,3-Tetrafluoroprop-1-ene

Worker DNEL, long-term inhalation systemic 3902 mg/m3
Consumer DNEL, long-term inhalation systemic 830 mg/m?3
PNEC values

CAS No | Substance

Environmental compartment |Va|ue
29118-24-9 | trans-1,3,3,3-Tetrafluoroprop-1-ene

Freshwater |0,1 mg/l

Additional advice on limit values
To date, no national critical limit values exist.
8.2. Exposure controls
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Protective and hygiene measures

Take off contaminated clothing. Wash hands before breaks and after work. When using do not eat or drink.

Eye/face protection

Eye protection: not required.
Hand protection

Hand protection is not required

Skin protection
Body protection: not required.
Respiratory protection

Respiratory protection necessary at: insufficient ventilation

Suitable respiratory protection apparatus: Self-contained respirator (breathing apparatus) (DIN EN 133)

SECTION 9: Physical and chemical properties

9.1. Information on basic physical and chemical properties

Physical state:
Colour:
Odour:

pH-Value:

Changes in the physical state
Melting point:

Initial boiling point and boiling range:
Flash point:

Sustaining combustion:

Flammability
Solid:

Gas:
Explosive properties
not applicable
Lower explosion limits:
Upper explosion limits:
Ignition temperature:

Auto-ignition temperature
Solid:
Gas:

Decomposition temperature:
Oxidizing properties
Not oxidising.
Vapour pressure:
(at 20 °C)
Vapour pressure:
(at 50 °C)
Density (at 20 °C):
Water solubility:
(at 20 °C)
Solubility in other solvents
not determined

Partition coefficient:

liquid
colourless
like: Ether

not applicable

not applicable
-19°C

not determined
No data available

not applicable
not applicable

not applicable
not applicable

not applicable
not applicable

368 °C
not determined

4271 hPa

10800 hPa

1,19 g/cm3
insoluble

2,01
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